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= Resistance and a safety touch

» Excellent resistance to
indentation and abrasion

» Superior anti slip resistance

Nature - Spring Green, Oak - Natural Honé
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Cold Medium Grey

Spring Green

Light Blue



TECHNICAL DATA

Classification

Standards

Ruby 70

Ruby 70 Acoustic

Heterogeneous compact floor coverings

RO based on polyvinyl chloride
Type of floor covering
EN 651 Heterogeneous acoustic floor covering
based onpolyvinyl chloride
IS0 10874 Classe: Classe:
Classification commercial 34 34
industrial 43

Characteristics

Total thickness IS0 24346 2.00mm 3.00 mm
Wear layer thickness IS0 24340 0.70 mm 0.70 mm
Total weight 1S0 23997 3000 g/m? 2500 g/m?
PU treatment TopClean™ TopClean™
Wear layer binder content | 1SO 10582 Typel

Technical performance

Residual indentation

Best measured value

0.02mm

0.11Tmm

IS0 24343-1 (EN 433)

<0.10mm

<0.20 mm

Reaction to fire EN 13507-1 B,~s1 glued on derivative wood panel C;-s1 glued on derivative wood panel

' . DIN 51130 R10 R10
Slip resistance EN 13893 u>030 0> 030
Dimensional stability IS0 23999 <0.10% <0.10%
Furniture leg EN 424 No damage No damage
Castor wheel test IS0 4918 No damage No damage
Curl resultant to heat IS0 23999 <8mm <8mm

' ] EN 1815 <2kVonconcrete <2kV on concrete

| ENos R1>10° ohms R1> 107 ohms
Chemical resistance IS0 26987 Not affected (0) Not affected (0)
Thermal resistance 0.02 m?K/W 0.04 m? K/W
Underfloor heating Y 0 e Suitable Suitable
Light fastness EN ISO 105-B02 26 26
Impact sound reduction EN IS0 717/2 Alw=4dB Alw=19dB

DoP number

0131-0038-DoP-2014-10

0131-0056-DOP-2015-01

Surface Treatment
Ruby 70 Topk
uoy @Hm
Ruby 70 S pates
Acoustic

Logistics Information
Available inrolls: 2 m
Rolls length: 23 Im

F=31 Available inrolls: 4 m
Rolls length: 23 Im

@ Ruby 70 Acoustic

Sustainabl

Qure O Cd !31%

OPTIMALINDOUR PHTHALATE RECYCL

Laying direction

AIR QUALITY FREE  RECYCLABLE CONTENT Ready
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RUBY 70
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Dark Brown

Beige
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Grey

Logistics Information

Available inrolls: 2 m
Rolls length: 23 Im

Available in rolls: 4 m
Rolls length: 23 Im

@ Ruby 70 Acoustic



