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Classification STANDARS SAFETRED UNIVERSAL PLUS R11 2mm

CLASSIFICATION 

Type of floorcovering EN 13845

PVC Floorcovering with particle enhanced 

slip resitance 

Classification EN 13845 Annex C Esf

EN 685 / EN ISO 10874

Commercial 34

Industrial 43

TECHNICAL CHARACTERISTICS

Total thickness EN 428 / ISO 24346 2.0mm

Total weight EN 430 / ISO 23997 3400g/m2

Form of delivery EN 426 / ISO 24341 Rolls : 20lm x 2m

26540___(3 digit colour no.)

PERFORMANCES FOR CE MARKING REQUIREMENTS (EN 14041)

Declaration of performance EN14041 N° 0170-0019-DoP-2020-04

Reaction to fire EN 13501-1 Bfl s1 on cement

Electrostatic properties EN 1815 ≤ 2kV on concrete

EN 1081 R1 <10⁹ Ω 

EN 14041 Antistatic properties

Thermal resitance EN 12524 0.01m² K/W

Slip resistance TRRL Pendulum 4S (wet) ≥ 63

BS 7976-2 Surface Roughness (Rz) ≥ 35µm

DIN 51130 R11

EN 13893 ≥ 0.3

TECHNICAL PERFORMANCES

Residual indentation ISO 24343-1 (EN 433) ≤ 0.10 mm

PUR reinforcement Safety clean XP

Abrasion group EN 13845 Annex D ≤10% particle loss after 50,000 cycles

Castor chair test ISO 4918 (EN 425) No damage

Furniture leg EN 424 No damage

Dimensional stability ISO 23999 (EN 434) ≤0.4% 

Curl resitance ISO 23999 (EN 434) ≤ 2 mm  

Light fastness EN ISO 105-B02 ≥ 7

Chemical resistance EN ISO 26987 (EN 423) Good resistance to everyday substances

Underfloor heating Suitable-Max 27oC

ENVIRONEMTAL PERFORMANCES

Total VOC emissions ISO 16000 -9 <10µg/m3 (after 28 days)

COLOURS

9


