m Best in class functional
performance

= Impervious surface with
PU-Shield

m Hygienic and watertight

m Easy to install - vertically
or horizontally

m Extensive color offer in soft,
modern pattern and
in contrasted colours
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TECHNICAL DATA

Type of wall covering

EN 259-1

Standards

Homogeneous vinyl wall covering

Wallgard

Total thickness IS0 24346 1.3mm
Total weight 1S0 23997 2100 g/m?
Transparent wear layer | 1SO 24340 1.3mm
Surface Treatment - PU-Shield

Dimensional stability 1SO 23999 <0.40%
Curl resultant to heat 1S0 23999 <2mm
Wetroom test GBR Class VT Approved
Reaction to fire EN IS0 13501-1 Class B's2,d0
AS/NZS 3837 Class B
Light fastness EN ISO 105-B02 >7
Determination
of seam strength EN 684 > 400 N/50 mm
Stain resistance
Chemical resistance LRy Excellent
Contamination control | EN 14644-1 ISO Class 4 / GMP Class A
ASTM F24/65 Satisfactory
Clean room test ASTM F51/00 Class A
IS0 14644-1 1SO class 4
Bacteria resistance ISO 846: Part C Does not favour growth

Form of delivery

1SO 24341
Sheet (rolls)

Rolls: approx. 30 Im x 2 m

Colours

DoP number

EN 14041

13

0019-0043-DoP-2013-07

Surface Treatment Logistics Information Laying direction Sustainability credentials

= @ Available in rolls
SHIELD Rolls length: approx. 30 Im
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