= New designs and formats to
perfectly fit to your project

= Extreme connection
resistance, for long-lasting
performance in high traffic
areas

= Easy and quick installation
thanks to its interlocking
connection (no glue, no click)

= Excellent value for money
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TECHNICAL DATA

Certification & Classification

Standards

iDTILT

Modular heterogeneous product

Type of floor covering ENEDTIEE with interlocking connection
CE certification EN 14041 Yes
Classification EN IS0 10874 (EN 685) Cﬁ]mfrﬂca'f[é’“
Wear layer binder content [EN 1SO 10582 Type

Technical Characteristics

Total thickness EN IS0 24346 5.0 mm
Total weight EN SO 23997 8000 g/m?
Wear layer thickness EN SO 24340 0.70mm
Bevelled edges = No

Surface treatment (PUR)

Yes - TopCleanXP™

Dimensions

Perfomance For CE Marking Requirement (EN 14041)

ENISO 24342 - EN 427

Tile 457 x 457 mm - 10 Tile = 2,09 m?/box - 48 box/pallet
Tile 914 x 914 mm - 3 Tile = 2,51 m?/box - 37 box/pallet

Reaction to fire EN 13501-1 B,s1 over concrete substrate
3 g EN 1815 <2kVon concrete

Electrical properties EN 1081 R1>10°Q

Thermal resistance ENISO 10456 approx. 0.05 m2 K/W

Antislip classification EN 13893

Technical Performance

Dimensional stability EN IS0 23999 - EN 434 <015%
Curl resultant to heat EN IS0 23999 - EN 434 <2mm
Impact sound reduction  |ENISO 717-2 AL, =6dB
Slip resistance [E)II\‘N15318?330 Hz OF'gO DS
Furniture leg ISO 16581 - EN 424 No damage
Castor chair ISO 4918 - EN 425 No damage
Light fastness EN SO 105-B02 26
Residual indentation ENISO 24343-1 - EN 433 <0.10mm
Resistance to chemicals  [EN ISO 26987 - EN 423 Good

U EETES

Commercial warranty

DoP number

10 years

0131-0054-DoP-2015-01

*The 2 formats are not interconnectable

Surface Treatment

Logistics Information Sustainability credentials

Available in tile with interlocking
connection system
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